
NEW MUTOH Dye Sublimation Ink 
INTRODUCTION OF DH21 INK

DH 21 INK SPECS
 PRICE: SIZE: COLOR: SHELF LIFE:
 $99.00 1000ML CMYK 18 Months

*See back side for Color Fastness Informations

AVAILABLE FOR THE FOLLOWING PRINTERS:
 VJ 1948WX VJ 1938WX VJ 1638WX VJ 1624WX

12 MONTH ONSITE LIMITED WARRANTY
- Extended Warranty Available. Included Parts and Labor -

TRANSFERABILITY: Achieve high density colors with less ink consumption. 
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Print Condition：720×720dpi/200℃(392F) (Insta204, No11543) *Transferred by Heat Press

・“Q58” paper＋Taiwanese knit polyester
➡ Higher vibrancy and density than “Ink A” or “DH11” in 18sec.

・Jetcol 95gsm＋Fabric Banner polyester
➡ Higher vibrancy and density than “Ink A” or “DH11” while 

using less ink amount.
Achieve high performance with less ink consumption !!

B) Jetcol 95gsm＋Fabric Banner PolyesterA) Coated Transfer Paper＋Knit Polyester
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COLOR RENDITION:
DH 21 can provide consistent color 
under various lighting conditions.

VERSITILE MEDIA USAGE:
Fast ink drying enables printing 

on thin/light papers

HIGHTLIGHTS:
High-Load Ink • High Release on High Release Paper • Quick Release

*MUTOH Internal Test Results
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DH21 Ink Color Fastness
Achieve same fastness level even less amount of Inks compared with others

DH21
Fabric Banner Polyester

50% duty
K C M Y

Light Stability JIS-L-0842 Color Change above 4 below 3 3-4 above 4
Washability JIS-L-0844(A-2) Color Change 5 4-5 4-5 4-5

Staining Cotton 5 5 5 4-5
Silk 4-5 4-5 4-5 4-5

AATCC-61(2A) Color Change 5 5 5 5
Staining Acetate 4 3.5 3.5 4

Cotton 5 4.5 4.5 4.5
Nylon 2.5 3 3 3.5
Polyester 4.5 4.5 4.5 4.5
Acrylic 5 4.5 4.5 4.5
Wool 4.5 4.5 4.5 4.5

Perspiration JIS-L-0848 Acid Color Change 5 5 5 5
Fastness Staining Cotton 4-5 4-5 4-5 4-5

Silk 4-5 4-5 4-5 4-5
Alkali Color Change Alkali 5 5 5 5

Staining Cotton 4-5 4-5 4-5 4-5
Silk 4 4-5 4-5 4-5

Friction JIS-L-0849 Staining Dry 4-5 4-5 4-5 4-5
Wet 4-5 4-5 4-5 4-5

Dry Cleaning JIS-L-0860 Color Change 5 5 5 4-5
Staining Multi 4-5 4-5 4-5 4-5

Heat Pressurization JIS-L-0850 Color Change 4-5 4-5 4-5 4-5
(wet steam-low setting)(A-2) Staining 4 4 4 4

Printer VJ-1948WX Paper TransJet Eco Ⅱ 95gsm

Ink DH21 Fabric Polyester (Pongee)

Print 720×1080dpi Transfer Condition 200℃ (392°F)/60sec

* Ink density (50%)


